
AI-TID2

• Uncooled Focal Plane Arrays 

• Temperature range -40°C~ 150°C （500～900°C optional) 
• Super Wide angle 2.1mm鏡頭

• White light LED

• NETD 60mK

• Support temperature alarms/ I/O alarm

• Support RS485 & RS232
• DC 10~30V/POE 

Bi-Spectrum Thermal camera 

Features



Thermal cameras

Sensors Uncooled IRFPA Microbolometer

Material Vanadium Oxide

Effective pixel 256(H) X l92(V)

Pixel size 12µm

NETD 60mK@F1.0,300K

Spectral range 8~14µm

Thermal lens

Lens type Fixed lens

Focal length 2.1mm

View angle H95° xV75°

Detection 
range(object :0.1mx0.1m) Fire:10m， Human detection: 4m 

Thermal image setting

Color patterns Black-Heat/White-Heat/Rainbow/Iron-Red up to 17 modes

Image parameters Bright、 Contrast、 Sharpness

FFC control Auto／Manual

Noise reduction 2D/3D

Thermo
Temerature alarms 3 types 

Accuracy ± 2°C/ ± 2%

Response time <30ms

Temperature range -40°C ~ 150°C

Optical

Sensor 1920(H)x1080(V))

Lens 2.1mm

WDR >120db

S/N ratio >60db

Min illumination Color:0.1 lux (f1.2. AGC on), B/W :0.01lux ( F1.2, AGC on)

Day and night mode IR filter 

Image setting sharpness/saturation/brightness/gain/shutter speed

IR light 1X white light LED 

Functions 

Privacy masking 5 areas with adjustable size
Alarm Motion detect、I/O、HDD fail、temperature alarm、IVS 、Network disconnection
Snapshot Support

Push video Support ( APP push)

Network

Ethernet 1Pv4/1Pv6、 HTTP、 HTTPS、 RTSP/RTP/ RTCP、 TCP/U DP、 DHCP、 DNS、
PPPOE、 SMTP、 SIP、 802.l x、 DDNS、 PPPoE、 FTP、 SNMP、 QOS

Max users 10

protocols Onvif, private

browsers Linux C /windows C&C++、Android, IOS

IP filter Blacklist / whitelist

SDK upgrade Support

Interface

Network RJ45 10/ 100

Alarm 1 alarm input，1 alarm output

Control 1 x RS232， 1x RS485

SD card Micro SD/HCSD card ， Max 256GB

Reset button Support

General

Power DC10～30V

Power consumption <10W

Working conditions -20°C~  60°C , Humidi 0 ~ 90%RH

Certificates CE/FCC

Ingress protection IP66

Dimension 55× 46 × 118mm (2.17 × 1.81 × 4.65 inch)

Weight 520g（1.15lb)


